
DESIGN REVIEW BOARD APPLICATION 

Administered by: 
Design Review Board 

Property Address*: 

Applicant Name & Mailing Address: 

Applicant Phone Number: Applicant Fax Number: 

Property Owner’s Name & Mailing Address: 

Property Owner’s Phone Number: 

The proposed work consists of the following (check all that apply): 
Sign   Renovation 
New Building    Other Exterior Alteration 

Project Description: 

Status of Project: 

A complete application must be submitted to the Development Department no later than two weeks 
before a regularly scheduled meeting of the Design Review Board. Please contact Ellery Ammons at 
(901)575-0564 or ammons@downtownmemphis.com.

Owner/Applicant Signature: 

Date: 

*Applications for properties that are located within a Landmarks Historic District may require additional approval
from the Landmarks Commission.  Please contact the Shelby County Division of Planning & Developement at
(901) 576-6601 for more information.

33 S. Front St. Memphis, TN 38103

UrbanArt Commission 422 N. Cleveland St. Memphis, TN 38104
Project Manager: Shanette Parks

9015525039

Cossitt Library - Shamichael Hallman - temporarily 409 S. Main St.

901.598.4246

x

Percent-for-art program adds a complementary public artwork to capital improvement projects.
This project, UAC has commissioned artists of rhiza A+D from Portland Oregon to create a sculpture. Their proposed 
design is a pop-up book of a mocking bird (TN state bird).

Final design phase. 
Next steps: Approval of final design and release of fabrication funds.  

1.13.20

shanette@uacmem.org
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AMPLE UNOBSTRUCTED PROGRAMMING SPACE
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Callout
ORIENTATION BECKONS (2) FRONT STREET ACCESS POINTS EQUALLY INTO COURTYARD. 
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Callout
PROPOSED ART WALL FOR CREATIVE PROGRAMMING & DISPLAY. DG MATERIAL CONNECTION
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Callout
EXISTING SCULPTURES DOWN PATH CONNECT PROPOSED ART WALL AND COURTYARD SCULPTURE VISUALLY - CAN BE CURATED AS 'ART WALK'
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Callout
MONROE AVE VISITORS ARE GREETED WITH TEXTURAL BOOK SPINE VIEW. PATTERNS CONNECT TO MATURE TREES AND PROPOSED UNDERSTORY PLANTING ENROUTE (TO EAST OF SIDEWALK).
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Callout
SCULPTURE IS HIGHLIGHTED BY INTERIOR GATHERING LOUNGE ARRANGEMENT HERE (OUTWARDS ORIENTATION & FULLY TRANSPARENT VIEW)
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Callout
RED OUTLINE SUGGEST DG EXTENTS/STEEL EDGING - EASTERN EXTENT CONTINUES LINE OF EXISTING SIDEWALK EXTENT (TO SOUTH).  CLEAR, ACCESSIBLE MOVEMENT IS POSSIBLE AROUND EACH SIDE OF SCULPTURE - 360 DEGREES.















muscle and blood and skin and bones 

I’m gonna pack my suitcase, move on down the line

slip away in the night

If by chance we should walk downtown 

memphis women 

lucky you

sad songs is all i know

crape myrtle, crape myrtle

I tell all you people, you can rest in ease

It makes you want to shout

like a bird without a song

the weeds were high, the corn was dry

tulip poplar and dogwood

I haven’t eaten a bite or sleep for three days and nights 

I keep you on my mind both day and night

dream a little dream

tell me, tell me now 

if you don’t respect yourself

If you see my rooster, please run him on back home

I guess things happen that way

I could see through that

Chicken,chicken you may hide behind the moon, doggone you now

I ain’t got nobody to tell my troubles to 

a light bulb and the everyday things 

lean on me when the times are bad

resilient and able to move with the winds of life

just an understanding man

fried chicken 

time keeps draggin on

lord, I’m so glad South Memphis is my home

till the break o’ day

the chickens are sleeping in the willow trees

I look for the light in the pouring rain 

candle and soft light

cryin’ won’t help you, prayin’ won’t do no good

this train is built for speed

walking in Memphis 

from this moment forward

Rhiza A+D Cossitt Public Art FD 10.28.19
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FINAL DESIGN - COSSITT LIBRARY PUBLIC ART MAINTENANCE 

 

Materials and products to be used for artwork 

● HRP&O 11 gauge steel sheet 

● 1 / 4” HRP&O steel plate 

● 5 / 8” HR steel plate 

● 316 Stainless steel hardware 

● Powder Coated finish ( including primer) 

● Non-shrink grout ( see structural specifications) 

● Cast in place concrete footings ( see structural specifications) 

● Lightcraft,in-ground,flush mounted light fixtures (see specifications) 

 

POWDER COATED FINISH MAINTENANCE: 

 

Water & Sun Exposure In the outdoor environment. Water and ultra violet 
light exposure are the two factors that are most detrimental to any coated 

surface. The amount of exposure to ultra violet rays from the sun is 

somewhat predictable at a given location. Water exposure on the other hand 

may be less predictable. The frequency of condensation from fog, humidity, 

and rain are natural sources of water exposure but some coated items may be 

exposed to excessive water exposure for human made sources. Irrigation 

sprinklers may expose coated metals to water several times per day. Lawn 

may also be exposed to more frequent water exposure including chlorine, 

chemicals or salt water. The effort to maintain the protective and 

decorative value of a finish is proportionate to the exposure of these and 

other conditions including contact with harsh solvents or cleaning 

chemicals and abrasives. 

 

Care of Powder Coated Finishes. Powder coating in not impervious to harsh 
solvents and many commercial cleaning solutions will damage these finishes. 

This damage accelerates staining, fading and ultimate failure of the powder 

coated finish. Cleaning with such chemicals can cut the life expectancy of 

the finish dramatically. The service life of any organic finish is 

impossible to predict due to the many variables that influence the coatings 

ability to decorate and protect. Therefore, no finishing professional would 

ever attempt to definitively quantify how long a finish will last or at 

what rate the coating will begin to lose its decorative or protective 

value, or at what rate the values are lost. We do know however, that proper 



cleaning and maintenance may more than double or triple the coatings 

effective service life. Fabricated products that require the greatest 

decorative and protective value will require some sort of proactive 

maintenance and care. For high visibility projects such as an artwork it is 

wise to document and maintain records of the maintenance including the 

exact cleaning procedure, materials and frequency. These records may become 

useful in the event the finish fails to perform as expected. 

 

Colors. Some colors react much worse than others to chemical and pollution 
staining due to the interaction of the color pigments with chemicals and 

minerals commonly found in commercial and residential environments. High 

chroma pigment seems to be the source of the worst problems. When choosing 

powder coating colors for outdoor use in high U.V. areas, keep in mind that 

generally speaking the darker a color is, the hotter it gets, the more it 

will fade and the quicker it will break down. 

 

Pressure cleaning. Perhaps the most efficient method of cleaning coated 
surfaces such as commercial outdoor products is with a pressure washer 

using filtered water under low pressure. Mild detergent may be used, but do 

not use chlorine or harsh cleaning solutions. It is very important that low 

pressure be used in pressure cleaning. If the pressure is strong enough to 

move the metal surface, it may be strong enough to damage the finish as 

well. Avoid using unfiltered tap water or ground water when cleaning the 

powder coated finish, and pay attention to where the wind blows the water 

from sprinkler systems. Unfiltered water often causes staining on outdoor 

products due to sulfur, iron oxide, chlorine, fluoride, and other minerals 

commonly found in hard water or ground water in certain states. Only 

filtered water should be used to clean and rinse powder coated products 

whenever possible. 

 

Clean with mild soap and warm water. Products that have been powder coated 
should be cleaned with a soft brush or cloth, using mild soap and very warm 

water. Soaps that have emulsifiers that break down common stains and are 

scum free are the best to use. The exposed surfaces of powder coated 

products that are most critical should be cleaned monthly for products in 

high use areas. Simply wipe down the top surfaces and rinse with filtered 

water (not hard water). (Reference AAMA 610) 

 

Commercial Cleaning Solutions. Commercial cleaning solutions can be very 
detrimental to organic polymer based finishes. They may clean well for a 

time, but they clean by removing micro layers of finish. After a while, it 

becomes impossible to clean the surface using this method. Additionally, 

the coating surface may become stiff and hard and lose its barrier 

protective value. Compounding this problem the coating may begin to crack 

and prematurely lose gloss and fade the color. Physical aging of organic 



coated surfaces that are constantly exposed to weathering conditions is an 

inescapable process that is accelerated by the use of harsh chemicals. 

 

Wax the exposed surface. Semi-annual applications of a high grade, 
non-abrasive car wax ( containing U.V blocker and/or U.V. inhibitors)are 

beneficial to the life of the finish. Do not use compound waxes that 

contain abrasives and be sure to wipe off any residual wax. Wax that may 

remain on the coated surface could bake on in the ultra violet light from 

the heat of the sun and cause permanent staining. 

 

Repair Minor Damage. Scratches and scrapes in the topcoat can be dealt with 
using the following steps: 

1. Use a medium grade of sandpaper to gently rough up the damaged area 

making sure all traces of rust and loose flaking coatings are removed. 

2. Fine-grit sandpaper is recommended for the area immediately surrounding, 

as coarse-grit paper could leave noticeable scratches on the surface to 

minimize scuffing to undamaged areas, place the sandpaper on a narrow 

surface (block or pencil). This will help to control where you are sanding 

on the surface of the finish. Be sure to remove and clean dust that results 

from the sanding process prior to applying the touch up coatings. 

3. Tape off area to be repaired with touch up coating. Use a high-grade 

painters tape to prevent the adhesive material from transferring to the 

surface. 

4. With bare metal, it is recommended to use a zinc rich primer applied 

prior to the main touch-up material. The liquid coating should be applied 

with a brush. Apply in thin layers until you have attained the appropriate 

color and manufacturer’s recommended film thickness. 

5. Apply color match spray or liquid touch up to match the original color. 

Be sure that any prior coatings have completely dried before applying the 

color match spray touch up. 

 

In Summation, once powder coating is cured to the surface of the metal 

product the coating is exposed to conditions that may be detrimental to the 

decorative and protective attributes of the finish. Be mindful of the fact 

that there are many contributing factors that can and will affect the 

service life of any organic finish. The protective value, or expected life 

of the finished coating is influenced in part by a combination of the 

following conditions: 

 

Surface damage 

Environmental exposure 

Frequency of condensation (water trapping) 

Damage in use (abrasion) 

Chemical or mineral exposure 

Pollution exposure 



PROJECT TITLE COSSITT LIBRARY PUBLIC ART COMPANY NAME rhiza A+D

PROJECT MANAGER PETER NYLEN DATE 12/31/19

JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC

PROJECT 
WEEK:

6 13 20 27 3 10 17 24 2 9 16 23 30 6 13 20 27 4 11 18 25 1 8 15 22 29 1 8 15 22 29

Final Design
- Review

- Approval

Shops, Vendors, 
Procurement

- Shop Drawings, Detailing

- Laser Vendor Coordination/ 
Selection

- Material Procurement

Fabrication

- Setup, jigs, methods

- Cutting, fit up, tack

- Weld

- Spatter, edge detailing

Finishing
- Deliver to Finisher

- Powder & Cure

- Deliver to Shop

Shipping, Delivery, 
Installation

- Packing and Crating

- Shipping

- Installation
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